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o Reporting Requirements, The operator or owner of a
troleum refinery complex shall submit report to the executive
secretary by the 15th day of January, April, July, and October of each
year listing the total number of components inspected, all leaks that
have been located during the previous 3 calendar months but not

R307-326-10. Alternate Methods of Control, :

(1) Any person may apply to the executive secretary for approval
of an alternate test method, an altemate method of control, an alternate
compliance period,_an _alternate emission limit, or an alternate
monitoring schedule. The application must include a demonstration
that the proposed alternate produces an equal or greater ajr quality
benefit than that required by R307-326, or that the altemate test method
is equivalen; to required by thege Tules. The executive secretary
shall obtain concurrence from EPA when approving an alternate test
method, an alternate method of control, an alternate compliance period,
an alternate emission limit, or an alternate monitoring schedule.

(2) _Manufactyrer's operational Specifications, records, and
testings of any contro] System shall use the applicable EPA Reference
Methods of 40 CFR Part 60, the most recent EPA test methods, or
EPA-approved state my, thods, to determine the efficiency of the ntrol
%d ,

evice. In addition, the own Or_operator must meet th licabl

requirements of. record keeping for any control device, A record of all
tests, monitoring, and inspections required by R307-326 shall be

maintained by the own Or operator for a minimum of 2

shall be made available to the executive secretary or the executive
secretary’s representative upon request. Any malfimctioning contro)
device shall be repaired within 15 calendar days afler it is found by the

€T OT 0p! mfgctioning, unless otherwise approved by

OWNer or operator to be

the executive secretary,

For ses of determining comy liance with emission imits,
VOCs and nitrogen oxides will be measured by the test methods
identified in federal regulation or approved by the executive secretary,
Where such a2 method also inadvmﬂx measures compounds with
negligible photochemical reactivity, an owneror operator may exclude

these negligibly reactive compounds when determining compliance
with an emissions standard.
R307-326-11. Compliance Schedule,

All sources within any newly designated nonattainment area for
ozone shall be in compliance with this rule within 180 days of the
effective date of designation to nonattainment.

KEY: air Pollution, refinery, gasoline, ozone
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Davis and Sait Lake Counties and
Ozone Nonattainment Areas:
Petroleum Liquid Storage
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(Amendment)
DAR FiLe No.: 29004
FiLeD: 09/07/2006, 16:05

RULE ANALYSIS
PURPOSE OF THE RULE OR REASON FOR THE CHANGE: The
Purpose of this amendment is to clarify the rule by deleting
obsolete language, adding language to align the rule with the

to rules related to the 0zone maintenance plan (see separate
filings on Sections R307-1 01-2 and R307-110-1 3; and Rules
R307-320, R307-325, R307-326, R307-328, R307-332, R307-
335, R307-340, R307-341, R307-342, and R307-343 in this
issue.) (DAR NOTE: The other filings are under: Sections
R307-101-2 (DAR No. 29000) and R307-110-13 (DAR No.
29001); and Rules R307-320 (DAR No. 29002); R307-325
(DAR No. 29003); R307-326 (DAR No. 29006); R307-328

SUMMARY OF THE RULE OR CHANGE: References to Salt Lake
and Davis Counties were replaced by the term "ozone
maintenance area". Other grammatical corrections were
made throughout Rule R307-327 to improve the readability of
the rule. Obsolete language was deleted throughout Rule
R307-327. In addition, the applicability, testing, and
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STATE STATUTORY OR CONSTITUTIONAL AUTHORIZATION FOR THIS
RULE: Subsection 19-2-104(1)(a) ,

ANTICIPATED COST OR sAviNGS TO:

state budget.
% LocAL GOVERNMENTS: Because these revisions do not
Create any new requirements, no change in costs is expected
for local governments.

* OTHER PERSONS;

CompLiance COSTS FOR AFFECTED PERSONS: Because these
revisions do not Create any new requirements; no change in
costs is expected for affected persons.

CoMMENTS BY THE DEPARTMENT HEAD ON THE FISCAL IMPACT THE
RULE MAY HAVE oN BUSINESSES: Because these revisions do not
Create new requirements, no change to costs is expected for
businesses. Dianne R. Nielson, Executive Director

THE FULL TEXT OF THIS RULE MAY BE INSPECTED, DURING REGULAR
BUSINESS HOURS, AT:

ENVIRONMENTAL QUALITY

AIR QUALITY

150 N 1950 w

SALT LAKE CITY UT 841 16-3085, or

at the Division of Administrative Rules.

DIRECT QuESTIONS REGARDING THIS RuLE TO:

Mat E. Carlilg or Jan Miller at the above address, by phone at
801-536-4136 or 801-536-4042, by FAX at 801-536-0085 or
801-536-0085, or by Internet E-mail at MCARLILE@utah.gov
or janmiller@utah.gov

THIS RULE MAY BECOME EFFECTIVE ON: 12/07/2006

AUTHORIZED By: M. Cheryl Heying, Planning Branch Manager

—_—

R307. Environmenta] Quality, Air Quality,

R307-327. i i ]Ozone
Nonattainment and Maintenance Areas; Petroleum Liquid
Storage,

R307-3271. py se.

The purpose of R307-327 is to establish Reasonably Available
Control Technologx (RACT), as required by section 182(2)(A) of the
Clean Air Act, for refineries and petroleum liquid storage facilities that
are located in any ozone nonattainment Or maintenance area, The rule
is based on federal contro] technique guidance documents,
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R307-327-2. Agglicabiligx.
R307-327 applies to the owner Or operator of any Iefinery or
petroleum liquid storage facility located in any ozone nonattainment or
maintenance area,

R307-327-H']§. [APPﬁenbiﬁguand.]Deﬁniﬁons.
[ R3] establishes-applicabilit and-sene;

) ..
——2)|The following additiona] definitions apply to R307-327:
"Average Monthly Storage Temperature” means the average daily
Storage temperature measured over a period of one month,

R307-327-4, General Requirements,
[3)1) Any existing stationary storage tank, reservoir or other

records of the average monthly storage temperature, the type of liquid,
throughput quantities, and the maximum trye vapor pressure,

R307-327—[2]§. Installation and Maintenance,

(1) The owner or operator shall ensure that a]] control equipment
on storage vessels [shall-be]is properly installed and maintained.

(a) There shall be no visible holes, tears or other openings in any
seal or seal fabric andf:] all openings, except stub drains, shall be »
equipped with covers, lids, or seals,

® Al openings in floating roof tanks, except for automatic
bleeder vents, rim Space vents, and leg sleeves, shall provide a
Projection below the liquid surface,

(c) The Openings shall be equipped with a cover, seal, or lid,

(d) The cover, seal, or lid is to be jn a closed position at a]] times
except when the device is in actual use.

() Automatic bleeder vents shall be closed at af) times except

membrane fabric cover or equivalent cover that covers at least 90
percent of the area of the opening,

(2) The owneror Operator shall conduct routine inspections from
the top of the tank for external floating roofs or through roof hatches for
internal floating roofs at six month or shorter intervals to insure there
are no holes, tears, or other Openings in the sea] or seal fabric,
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emergency, or any other similar purpose, a close visible inspection of
the cover and seals [iste]shall be made,

(5) The executive Secretary must be notified 7 days prior to the
refilling of a tank [hiehlthat has been emptied, degassed for
maintenance, ap mergency, or any other similar purpose. Any non-
compliance with this [ ion]rule must be Corrected before the tank
is refilled,

R307-327-[3]6. Retrofits for Floating Roof Tanks.

1) Excgpt where specifically exempted in (3) below, all existing

contained liquid is 27,6 kPa(4.0 psia) or greater and the primary sea i
one of the following:

(1) A metallic type shoe seal, a liquid-momted foam seal, 5
liquid-mounted liquid-filled seal, or

(1)) Any other primary sealg [whiehJthat can be demonstrated
equivalent to the aboye primary seals,

() The tank is 5 riveted tank, the true vapor pressure of the

contained liquidis 105 kPa(l.5 psia) or greater, and the primary sea] js.

as described in (a) above,
() The tank s a welded or riveted tank, the trye Vvapor pressure of

demonstrated equivalent to the primary seas described in (a) above,
these processes apply.

(2) The owner or operator of a storage tank subject to this nyle
shall ensure that o) the seal closure devices [shalt Jmeet the following

(a) There shall be no visible holes, tears, or other openings in the
seals or seal fabric,

record of the measurement,

3) The following are specifically exempted from the
requirements of (1) above:

(a) External floating roof tanks having Capacities less than 10,000
barrels (420,000 gals) used to store produced crude oij and condensate
prior to custody transfer.

—
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(®) A metallic type shoe seal in a welded tank [whieh]that has a
secondary seal from the top of the shoe seal to the tank wal] (a shoe
Mmounted secondary seal).

(c) External floating roof tanks storing waxy, heavy pour crudes,

(d) External floating roof tanks with a closure sea] device or other
devices installed [hich]that wil] control volatile organic compounds
(VOC) emissions with an effectiveness equal to or greater than the

R307-327-7. Alternate Methods of Control,

(1) Any person may apply to the executive Secretary for approval
of an alternate test method, an alternate method of control. an alternate
compliance period, an _alternate emission_limit,_or an _altemnate
monitoring schedyle, The application must include a demonstration
that the broposed alternate produces an equal or greater ajr quality
benefit than that Tequired by R307-327 or that the alternate test method
is equivalent to that required by these mles. The executive secretary
shall obtain concurrence from EPA when approving an altemate test
method. an alternate method of control, an alternate compliance period,
an altemate emission limit, or an alternate monitoring schedule.

(2) Manufacturer's operational Specifications, records, and
testings of any control system shalj use the applicable EPA Reference

Methods of 49 CFR Part 60, the most recent EPA test methods, or
EPA-approved State methods, to determine the efficiency of the contro]
device. In addition, the owner Or operator must meet the applicable
Iequirements of record keeping for any control device, A record of al]
tests, monitoring, and inspecti requi Y.

0ses of determining comy liance with enussion limits
VOCs and nitrogen oxides will be measured by the test methods
identified in federa] regulation or approved by the executive secretary.
Where such a method also inadvertently Ineasures compounds with
negligible photochemical reactivity, an owner OF operator may exclude
these negligibly reactive compounds when detennim'ng compliance

with an emissions standard,
—=—+40 emissions standard,

R307-327-8. Compliance Schedule,

All sources within any newly designated nonattainment area for
ozone shall be in compliance with this rule within 180 days of the
effective date of designation to nonattainment.
\K

KEY: ajr pollution, petrolenm, gasoline, ozone

Date of Enactment or Last Substantive Amendment; [September
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Notice of Continuation: August 1, 2003

Authon'zing, and Implemented or Interpreted Law: [19-2-104;
119-2-1 04(1)(a)

¢ ¢

UTAHSTATEBULLETIN, October 1, 2006, Vo). 2006, No. 19

S T




